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(ii) Routine inspection and preventa-
tive maintenance and corresponding 
schedules of each indurating furnace. 

(iii) Performance analyses of each 
indurating furnace. 

(iv) Keeping applicable operator logs. 
(v) Keeping applicable records to doc-

ument compliance with each element. 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.9610 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the requirements in paragraphs (a)(1) 
through (6) in this section at all times, 
except during periods of startup, shut-
down, and malfunction. The terms 
startup, shutdown, and malfunction 
are defined in § 63.2. 

(1) The emission limitations in 
§ 63.9590. 

(2) The work practice standards in 
§ 63.9591. 

(3) The operation and maintenance 
requirements in § 63.9600. 

(4) The notification requirements in 
§ 63.9640. 

(5) The reporting requirements in 
§ 63.9641. 

(6) The recordkeeping requirements 
in § 63.9642. 

(b) During the period between the 
compliance date specified for your af-
fected source in § 63.9583 and the date 
upon which continuous monitoring sys-
tems have been installed and certified 
and any applicable operating limits 
have been set, you must maintain a log 
detailing the operation and mainte-
nance of the process and emissions con-
trol equipment. This includes the daily 
monitoring and recordkeeping of air 
pollution control device operating pa-
rameters as specified in § 63.9590(b). 

(c) You must develop and implement 
a written startup, shutdown, and mal-
function plan according to the provi-
sions in § 63.6(e)(3). 

INITIAL COMPLIANCE REQUIREMENTS 

§ 63.9620 On which units and by what 
date must I conduct performance 
tests or other initial compliance 
demonstrations? 

(a) For each ore crushing and han-
dling affected source, you must dem-
onstrate initial compliance with the 

emission limits in Table 1 to this sub-
part by conducting an initial perform-
ance test for particulate matter as 
specified in paragraphs (a)(1) and (2) of 
this section. 

(1) Except as provided in paragraph 
(e) of this section, an initial perform-
ance test must be performed on all 
stacks associated with ore crushing 
and handling. 

(2) Initial performance tests must be 
completed no later than 180 calendar 
days after the compliance date speci-
fied in § 63.9583. Performance tests con-
ducted between October 30, 2003 and no 
later than 180 days after the cor-
responding compliance date can be 
used for initial compliance demonstra-
tion, provided the tests meet the ini-
tial performance testing requirements 
of this subpart. 

(b) For each indurating furnace af-
fected source, you must demonstrate 
initial compliance with the emission 
limits in Table 1 to this subpart by 
conducting an initial performance test 
for particulate matter as specified in 
paragraphs (b)(1) and (2) of this section. 

(1) An initial performance test must 
be performed on all stacks associated 
with each indurating furnace. 

(2) Initial performance tests must be 
completed no later than 180 calendar 
days after the compliance date speci-
fied in § 63.9583. Performance tests con-
ducted between October 30, 2003 and no 
later than 180 days after the cor-
responding compliance date can be 
used for initial compliance demonstra-
tion, provided the tests meet the ini-
tial performance testing requirements 
of this subpart. For indurating fur-
naces with multiple stacks, the per-
formance tests for all stacks must be 
completed within a reasonable period 
of time, such that the indurating fur-
nace operating characteristics remain 
representative for the duration of the 
stack tests. 

(c) For each finished pellet handling 
affected source, you must demonstrate 
initial compliance with the emission 
limits in Table 1 to this subpart by 
conducting an initial performance test 
for particulate matter as specified in 
paragraphs (c)(1) and (2) of this section. 

(1) Except as provided in paragraph 
(e) of this section, an initial perform-
ance test must be performed on all 
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